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F#% 1 Omega 646 TYPICAL DATA:

ASTM TEST RESULT

TEST M;.Eﬁ;[) SAE 40 SAE 50 SAE 90
ISO Viscosity Grade D-2422 68 150 220
Appearance Visual Black Opaque, Tacky
Density, Kg/L @ 15°C D-1298 0.875 0.890 0.893
Viscosity, cSt @ 40°C D-445 76 150 220
Viscosity, cSt @ 100°C D-445 14.0 19.1 21.3
Viscosity Index D-2270 191 183 115
Flash Point, COC,°C(°F) D-92 204(399) 218(424) 264(507)
Pour Point °C(°F) D-97 -30(-22) -25(-13) -22(-8)
Total Base Number, mg KOH/g D-2896 11.6 11.6 8.2
Foaming Characteristics -
All Sequences, After Settling D-892 Nil Nil Nil
E(;Jj;Psrael\tlvevgttzrg Characteristics, 48 D-665 Pass Pass Pass
Molybdenum Disulphide, % Mass* Gravimetric 1.0 1.0 1.0

* MoS2 contribution 0.9

The characteristics given above are typical of current production only and slight batch to batch variations

should be expected.
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	亚米茄646高级链条润滑油 典型数据
	亚米茄646产品特点：
	亚米茄646高级链条润滑油是特别为各种不同种类的链条而研制的高品质润滑油。
	•亚米茄646能大幅地提高链条寿命以节省成本。
	•亚米茄646于操作过程及循环的大幅温度改变中仍能维持稳定的性能。
	•亚米茄646特别的微粒"Megalite"成份能确保润滑油附著于使用表面以帮助减低磨损、「卡紧」及划痕。
	表格 1 Omega 646 TYPICAL DATA:
	* MoS2 contribution 0.9
	The characteristics given above are typical of current production only and slight batch to batch variations should be expected.

